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5 mbar
5 mbar
6 mbar
9 mbar
9 mbar
15 mbar
18 mbar

4 mbar
4 mbar
4 mbar
6 mbar
6 mbar
10 mbar
12 mbar

0,5 bar
0,5 bar
0,5 bar
0,5 bar
1 bar
1 bar
1 bar

5...40 mbar
5...60 mbar
6...100 mbar
9...160 mbar
9...250 mbar
15...400 mbar
18...600 mbar

ISO 9001 : 2000
Cert. n° 0433/3

II 2 GD Ex d IIC T6  Ex tD A21 IP65 T85°C

Диафрагменное реле
давления,
взрывозащищенный 
корпус

Это реле соответствуют европейской директиве ATEX 94/9 / EC, для группы II, категории 2 GD. Оно подходит для различных
применений в опасных зонах 1, 2, 21 и 22, в которых требуется использование взрывозащищенного прибора. Чувствительный элемент
представляет собой металлическую диафрагму и действует непосредственно на микровыключатель через самоцентрирующийся
стержень. Простота конструкции, без рычагов, кулачков или подобных механизмов, дает реле исключительно долгий срок службы..

Тип взрывозащиты:: Ex d IIC T6 по EN 60079-0, EN 60079-1 и 
Ex tD A21 IP65 T85°C по EN 61241-0, EN 61241-1.
Степень защиты:  IP 65 as per EN 60529.
Диапазон: 0...40 mbar/0...600mbar; -40...0 mbar/-600...0 mbar. 
Электрические характеристики: N. 1...2 SPDT 
микропереключатель (см.таблицу).
Дифференциал: фиксированый.
Повторяемость: ≤ 1%.
Настройка точки уставки: внутренняя, микрометрическая
Заземление: N. 1 внутренее, N. 1 наружнее.

Температура процесса: (-20...+60 °C).
Температура:   (-20...+65 °C).
Термальный дрифт: (≤ 0,05% / °C).
Материал корпуса: AISI 316 st.st.
Диафрагма: AISI 316 st.st.. PTFE прокладка.
 Case: aluminium, blue polyurethane painted.
Cover: aluminium, beige polyurethane painted.
Tag: AISI 304 st.st., etched.
Tell-tale vents: polypropylene.

Differential

2 micro (2)

Differential

1 micro (2)

Test 

pressure

Setting ranges (1)

(1) also available for vacuum and compound
(2) differential and minimum set-point values for microswitches cod. I, L, N, R, S, T, U, V are 300% of those shown in table. 

3.45 - Стандартная модель 

Certificate :
CESI 04 ATEX 027



3.45

-2-

RB
2 

- 1
2/

08

M26 - 

S16 - 

T01 - 

M29 - 

S31 - 

+

-

C NCNA

C NCNA

G 1/2 B
1/2-14 NPT 

41M - 

43M - 

R 1/2-ISO 7/1 
R 3/4-ISO 7/1 
1/2-14 NPT 
3/4-14 NPT 

M20 x 1,5

1 - 

2 - 

3 - 

4 - 

A - 

F

15A

15A

15A

15A

15A

1A

15A

1A

0,1A

0,1A

0,1A

0,1A
0,1A

 C / D  

Singolo / 
Doppio

 G / H  

15A 15A 6A

15A 15A 6A
 S / T  

 I / L
 M / P

 U / V

 N / R

diaphragm pressure switches,
ATEX flameproof enclosure
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dimensions : inches (mm)

NUOVA FIMA S.p.A. - www.nuovafima.com
P.O. BOX 58 - VIA C. BATTISTI 59 - 28045 INVORIO (NO) ITALY

TEL. +39 0322 253200 - FAX +39 0322 253232

OPTIONS

(1) Monel or Hastelloy C diaphragm.

PTFE diaphragm

Wall mounting bracket

Tropicalization

Tantalum diaphragm

2”stake’s mounting bracket

Set- point adjustment

F1

”HOW TO ORDER” SEQUENCE

Section / Model / Set-point Adjustment / Microswitch / Electrical connection / Process connection / ATEX / Options
 3 45   C, D, G, H 1 41M 2D2 M26...S31
    I, L, M, P 2 43M
    N, R, E 3 53M
    S, T, U, V 4 97M
     A   

MICROSWITCHE
ohmic load

std.

SPLASH

SPLASH VDC

goldplated

inert gas filled

inert gas filled VDC

goldplated and inert gas filled

Type 250

Vac

125

Vac

24

Vdc
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